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Wall-mounted charger
EV WALLBOX

Model: LF-F30
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�nal look,
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Safety Protection:
Overload protection
Short circuit protection
Leakage protection
Under voltage protection
Over temperature protection
Lightning protection

3. Charging amount
4. Charging duration

7. Working temperature
8. Bluetooth name
9. Grounding status, APP control, 
    Bluetooth connection, 
    Charging reservation
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emergent

damages.

People

The charging stations are subject to stringent quality inspections. The two-year warranty starts 
from the day of purchase. However, any direct damage or malfunction caused by neglect, 
incorrect use, installation, usage, repair by the users or natural damages are not covered by 
the warranty.

230V-400VAC±10% 50Hz±10%

3.84/7.68/11/22kW

40
Single / Three phase

Start Mode: APP (default)

Over

APP FUNCTION INTRODUCTION

The main three charging parameter settings include: 
1. Set delayed charging
2. Set the charging duration
3. Set the maximum charging current

The charging parameter settings can be saved in the APP, and the set data will be au -
tomatically used for each charging parameter.

Please search for 'EVSEMaster' on App Store. Please search for 'EVSEMaster' on Google Play.

iOS Android

My records

Start date

2020-11-24 09:20:10 20kWh 0.2m 666247
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Amount Duration User

All records Statistics

Connection method
1. Bluetooth connection must be used for the first connection. 

The device has not been connected, 
please click the button.

DOWNLOAD AND CONNECT

Guide to turn on the Bluetooth page  
When searching for charging stations, if Bluetooth is not turned on, it will prompt to turn on 
Bluetooth:

First connection

Location 

Location access
Apps can get your location info

See all

App permission

WLAN and Bluetooth scanning
WLAN scanning is on, Bluetooth scanning is
off.

RECENT LOCATION REQUESTS

Guide to turn on the location page 
When searching for the charging station, if the location service is not turned on, it will prompt 
to turn on location access:

Customized Charging

SINGLE CHARGING REPEATED CHARGING

Delay 

0h 24h

0h

Charging Duration 

0h 24h

0h

Charging Amount

0kWh 100kWh

0kWh

ENABLE

Customized charging-Single charging

Customized charging- Repeated charging

There are three parameters that can be set 
for a customized single charging.

1. Delayed charging: Schedule the charging 
start time.Maximum is 24 hours later.

2. Charging duration: Set the maximum 
charging duration, after which the charging 
station will automatically stop charging. 

3. Charging amount: Set the maximum 
charging amount, beyond which the charging 
station will automatically stop charging. 

There are four parameters that can be set 
for customized charging. 

1. Cycle start time: Set the time at which to 
start charging.

2.  Cycle stop time  Set the time at which to 
stop charging.

3. Charging duration: Set the maximum 
charging duration, after which the charging 
station will automatically stop charging. 

4. Cycle repetition time: Set the days of the 
surrounding cycle to repeat, and you can 
select part or all of it.

User settings
The user settings page contains Nickname, Language settings, FAQ and About.

1. My records
Only the charging records of the user of this 
APP are counted. 

2. All records
All the charging records in the charging station 
are counted. 

3. Charging statistics
The charging duration and the charging 
amount can be counted monthly and daily, and 
displayed in a bar graph. 

4. The record with a delete button
The record stored in the mobile APP will be 
deleted, while the record of the charging 
station will not be deleted.

5. Record synchronize button
When the mobile phone needs to synchronize 
the record of the charging station, you can 
press this button for the synchronization, which 
will take a certain amount of time.

6. Record derive button
Records will be generated into a file which can 
be derived to other softwares through sharing.

Charging records-My records

32/32A

Auto full charge

kWH ℃31.8
Voltage Amount Duration Temp

Charging Mode

Current Charging Setting

Max Current

0.00kW

Power

FINISHED

Setting 

The available maximum 
charging current 

 Charging record menu Information prompt menu

System setting menu

Charging button

Charging parameters area

Power dashboard

Electric current 
dashboard    

Charging homepage 
menu 

Device name

Connection sign, 
Bluetooth

Add device

turn Bluetooth on or off
EVSEMaster

Deny once Allow

Location service is not
turned on.

SETTING

Searching for Bluetooth requires your 
location information, please turn on 
location service.

Communication password
prompt

Available Charger

When you use the APP and charger for 
the first time, the communication code 
is 123456. To ensure the security of the 
device, please modifythe charger 
password in the charger settings in 
time. If you forget the charger 
password after modification.please 
contact the supplier for help.

YES

CONNECT

CONNECT

32/32A

Auto full charge

kWH ℃31.8
Voltage Amount Duration Temp

Charging Mode

Current Charging Setting

Max current

0.00kW

Power

FINISHED

Nick Name

FAQ

Language Setting

Privacy

About

ENABLE

Customized Charging

SINGLE CHARGING REPEATED CHARGING

Estimated start time 00:00  >

Estimated stop time 00:00  >

Charging duration 24:00  >

Repeat

Notes

Please Choose  >

1. When the stop time is earlier than the start time, 
it means the stop time is the time of the next day.
2.The total delayed charging duration is no more 
than 24 hours.

32/32A

Auto full charge

kWh ℃31.8
Voltage Amount Duration Temp

Charging Mode

Current Charging Setting

Max current

0.00kW

Power

FINISHED

SINGLE PHASE

1.  Real-time power
2.  Real-time voltage
3.  Real-time current
4.  Charging amount
5.  Charging duration
6.  Working temperature
7.  Bluetooth name
8.  Charging status
9.  Grounding status, APP control, 
      Bluetooth connection, 
      Charging reservation
10. Rated current

THREE PHASE

3.8kW
L3:220V
L3:1.2A
0.02kWh
00:00:42
19.8°C
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Real-time voltage and current of L1/2/3 are displayed in a rolling manner.
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Use the APP to start / stop charging

32/32A

Auto full charge

kWH ℃31.8
Voltage Amount Duration Temp

Charging Mode

Current Charging Setting

Max current

0.00kW

Power

FINISHED

Slide here to adjust the
charging current before start

For APP wallboxes (version 18.4 and later), you can restore the following features and parameters to their factory 
settings by pressing the button at least five times within 10 seconds after turning the charger off and back on:

1. The "Start charging by button" function will be re-enabled.
2. The charger name (Bluetooth name) will revert to the default setting.
3. The APP communication password will reset to the default "123456."

If you have any further questions, please don’t hesitate to contact us.

Resetting the Wallbox:!


